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Where Quality Meets
Performance

LED Lighting is Dedicated to the Manufacture and Wholesale of Quality LED Strip Lighting
Products and Accessories

www.ledlighting.com.au
sales@ledlighting.com.au TEL: +612 9534 4404

LED A brand you can trust with over 19 years experience in the field of LED Lighting
lighting
A Division of “Optic Fibre and LED Lighting Solutions Pty Ltd”



15x15mm Archi Flex Single Colour
Horizontal Bend

Product specifications

Input Voltage: 24VAC

Power Consumption: 9.6 watts per/m

Lumens: 400Im
IP Rating: IP67

Working Temperature: -20 C~45 C

Material: Silicone
UV Grade: UVA-340
Beam angle: 115 degrees

Minimum bending radius: 70mm

Max length: 20m
Size: 15x15mm

IP67
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CRI: 90

Weight: 260g
Item No Product Code Description
18940 LED-15X15-H-CW 15X15mm Horizontal bend 9.6W 24V IP67 Cool White
18941 LED-15X15-H-NW 15X15mm Horizontal bend 9.6W 24V IP67 Neutral White
18942 LED-15X15-H-WW 15X15mm Horizontal bend 9.6W 24V IP67 Warm White
18943 LED-15X15-H-UW 15X15mm Horizontal bend 9.6W 24V IP67 Ultra Warm White
18944 LED-15X15-H-R 15X15mm Horizontal bend 9.6W 24V IP67 RED
18945 LED-15X15-H-G 15X15mm Horizontal bend 9.6W 24V IP67 GREEN
18946 LED-15X15-H-B 15X15mm Horizontal bend 9.6W 24V IP67 BLUE
18947 LED-15X15-H-Y 15X15mm Horizontal bend 9.6W 24V IP67 YELLOW
18950 LED-15X15-EFC 15X15mm End feeder cap
18951 LED-15X15-SFC 15X15mm Side feeder cap
18952 LED-15X15-EC 15X15mm End cap
18953 LED-15X15-MC 15X15mm Mounting clip
18954 LED-15X15-MP 15X15mm Mounting profile 1m
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15x15mm Archi Flex Single Colour
Vertical Bend

P67

Product specifications
Input Voltage: 24VAC

Power Consumption: 9.6 watts per/m
Lumens: 400Im

IP Rating: IP67

Working Temperature: -20 C~45 C
Material: Silicone

UV Grade: UVA-340

Beam angle: 115 degrees

Minimum bending radius: 70mm
Max length: 20m

Size: 15x15mm
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CRI: 90

Weight: 260g
Item No Product Code Description
18930 LED-15X15-V-CW 15X15mm Vertical bend 9.6W 24V IP67 Cool White
18931 LED-15X15-V-NW 15X15mm Vertical bend 9.6W 24V IP67 Neutral White
18932 LED-15X15-V-WW 15X15mm Vertical bend 9.6W 24V IP67 Warm White
18933 LED-15X15-V-UW 15X15mm Vertical bend 9.6W 24V IP67 Ultra Warm White
18934 LED-15X15-V-R 15X15mm Vertical bend 9.6W 24V IP67 RED
18935 LED-15X15-V-G 15X15mm Vertical bend 9.6W 24V IP67 GREEN
18936 LED-15X15-V-B 15X15mm Vertical bend 9.6W 24V IP67 BLUE
18937 LED-15X15-V-Y 15X15mm Vertical bend 9.6W 24V IP67 YELLOW
18950 LED-15X15-EFC 15X15mm End feeder cap
18951 LED-15X15-SFC 15X15mm Side feeder cap
18952 LED-15X15-EC 15X15mm End cap
18953 LED-15X15-MC 15X15mm Mounting clip
18954 LED-15X15-MP 15X15mm Mounting profile 1m
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ARCHITECTURAL Profile
LED-67-1515

Item No

Product Code

Description

18957

LED-67-1515

15X15mm Neon Flex Drywall Profile 3m
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Product specifications

Input Voltage: 24VAC

Power Consumption: 9.6 watts per/m

Lumens: 400Im

IP Rating: IP67

Working Temperature: -20 C~45 C
Material: Silicone

UV Grade: UVA-340

Beam angle: 115 degrees
Minimum bending radius: 70mm
Max length: 20m

Size: 12x20mm

12mm(047)
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CRI: 90

Weight: 2669
Item No Product Code Description
19900 LED-12X20-H-CW 12X20mm Horizontal bend 9.6W 24V IP67 Cool White
19901 LED-12X20-H-NW 12X20mm Horizontal bend 9.6W 24V IP67 Neutral White
19902 LED-12X20-H-WwW 12X20mm Horizontal bend 9.6W 24V IP67 Warm White
19903 LED-12X20-H-UW 12X20mm Horizontal bend 9.6W 24V IP67 Ultra Warm White
19904 LED-12X20-H-R 12X20mm Horizontal bend 9.6W 24V |IP67 RED
19905 LED-12X20-H-G 12X20mm Horizontal bend 9.6W 24V IP67 GREEN
19906 LED-12X20-H-B 12X20mm Horizontal bend 9.6W 24V IP67 BLUE
19907 LED-12X20-H-Y 12X20mm Horizontal bend 9.6W 24V IP67 YELLOW
18990 LED-12X20-EFC 12X20mm End feeder cap
18991 LED-12X20-SFC 12X20mm Side feeder cap
18992 LED-12X20-BFC 12X20mm Bottom feeder cap
18993 LED-12X20-EC 12X20mm End cap
18994 LED-12X20-MC 12X20mm Mounting clip
18995 LED-12X20-MP 12X20mm Mounting profile 1m length
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Product specifications

Input Voltage: 24VAC

Power Consumption: 15.3 watts per/m =~ "

Lumens: 65-400Im
IP Rating: IP67

Working Temperature: -20 C~45 C

Material: Silicone
UV Grade: UVA-340
Beam angle: 115 degrees

Minimum bending radius: 70mm

Max length: 10m dual feed
Size: 16x15mm

P67

16mm(0.63")
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CRI: 90
Weight: 290g
Item No Product Code Description
18960 LED-16X15-V-RGBW 16X15mm Vertical bend 15.3W 24V IP67 RGBW
18970 LED-16X15-EFC 16X15mm End feeder cap
18971 LED-16X15-SFC 16X15mm Side feeder cap
18972 LED-16X15-BFC 16X15mm bottom feeder cap
18973 LED-16X15-EC 16X15mm End cap
18974 LED-16X15-MC 16X15mm Mounting clip
18975 LED-16X15-MP 16X15mm Mounting Profile 1m length
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ARCHITECTURAL Profile
LED-67-1615

Item No

Product Code

Description

18977

LED-67-1615

16X15mm Neon Flex Drywall Profile 3m
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Product specifications
Input Voltage: 24VAC

Power Consumption: 15.3 watts per/m
Lumens: 65-400Im

IP Rating: IP67

Working Temperature: -20 C~45 C
Material: Silicone

UV Grade: UVA-340

Beam angle: 115 degrees

Minimum bending radius: 70mm

Max length: 10m dual feed

Size: 12x20mm
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CRI: 90
Weight: 2669
Item No Product Code Description
18980 LED-12X20-H-RGBW 12X20mm Horizontal bend 15.3W 24V IP67 RGBW
18990 LED-12X20-EFC 12X20mm End feeder cap
18991 LED-12X20-SFC 12X20mm Side feeder cap
18992 LED-12X20-BFC 12X20mm Bottom feeder cap
18993 LED-12X20-EC 12X20mm End cap
18994 LED-12X20-MC 12X20mm Mounting clip
18995 LED-12X20-MP 12X20mm Mounting profile 1m length
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Where Quality Meets
Performance

LED Lighting is Australia’s first architectural wholesale LED strip lighting manufacturer.

We are dedicated to the manufacturing and supply of only quality LED strip lighting products and
accessories.

A brand you can trust with over 19 years experience in the field of LED Lighting.
LED Lighting provides lighting advice and product recommendation to suit all your applications.
We offer the widest range of Architectural LED strip profiles available, to suit many diverse applications.

We provide LED strip lighting advice on colour temperature, intensity and dimming control integration to suit
your specific lighting requirements.

All of our profiles are manufactured in 2 metre lengths which can easily accommodate a large array of
applications.

We also offer customised manufactured lengths under 2 metres and can supply this to the customer as
complete finished linear Luminaries if required. For lengths over 2 metres our profiles simply butt together
for an endless seamless continuous look (no joiners required).

LED Lighting supply both nationally and internationally from their new much larger facility conveniently
located at Kingsgrove in Sydney, Australia.
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Optic Fibre & LED Lighting Solutions

LED

(ighting

A brand you can trust with over 19 years of
experience in the field of LED Lighting.

Web: www.ledlighting.com.au Enquiry: sales@ledlighting.com.au



